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LIGHT INSIDE MULTISYSTEM

Dati tecnici - SENZAFINE
SENZAFINE - Technical data



[mm] n°. LED Mod [K] I LED [mA] FLUSSO NOMINALE [lm]
NOMINAL FLUX [lm]

FLUSSO REALE [lm]
REAL FLUX [lm]

POTENZA [W]
POWER [W]

POTENZA LED [W]
POWER LED [W]

VF CRI SDCM LIFETIME [Khr]

286 1 3000 150 710 494,9 6,1 5,3 ~ 36 ≥90 ≤3 >50Khr L90B5

567 2 3000 300 1420 989,7 11,4 10,6 ~ 36 ≥90 ≤3 >50Khr L90B5

847 3 3000 450 2129 1484,6 17,2 15,9 ~ 36 ≥90 ≤3 >50Khr L90B5

1128 4 3000 600 2839 1979,4 22,9 21,2 ~ 36 ≥90 ≤3 >50Khr L90B5

1408 5 3000 750 3549 2474,3 28,8 26,5 ~ 36 ≥90 ≤3 >50Khr L90B5

DATI TECNICI RANGE DI PRODOTTO
PRODUCT RANGE TECHNICAL DATA

OPAL
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 285mm x 22mm

C Halfplanes

180.0 0.0

270.0 90.0

 Flux 495  lm
 Maximum 387.24  cd/klm
 Position C=0.00 G=0.00
 Efficiency: 100.00%
 Date: 18-07-2018
 Double Symmetrical
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Room (m): 4x4x3h   H luminaire (m): 2,5   Ref. surface: floor


