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COB.flex

specifications sheet — 8 W/m & 14 W/m

Technical Data

LU

i 8w
Power Options 5 W//rrr:1
24V DC Input
InPUt VOltage Electronic control
gear from
o (A) 384 LEDs /m
(B) 14 W/ m (B) 512 LEDs / m

Luminous Flux
(A)8W/m
(B)14W/m

(A) 720 ~ 960 Im / m
960 Im / m @ 6500 K

(B) 1260 ~ 1680 Im / m
1680 lm / m @ 6500 K

Mid connector with
wire for COBFlex-10

Mid connector for
COBFlex-10

\ :3.

CE s
COMPLIANT] > 9 0
IP 3M | Bm
ra}ed adhesive
20 / 54
61768 | | tape || O
DALI Helvar
dimmable Use with Helvar DALI
controls & control gear
Accessories
CF-8-feed CF-8-midw CF-8-mid CF-8-ca
Endfeed for COBFlex-8 | Mid connector with Mid connector for End cap for COBFlex-8
wire for COBFlex-8 COBFlex-8
ORI Teed o |CF-10-midw |CF-10-mid  |SheateaBecrn

Color Temperature

3000 / 4000 / 6500 K
Red / Green / Blue

others available on request

Color Rendering Index

>90

Dimming Protocols

DALI / Wireless
1-10V / Phase-Dim

: IP20 /1P 54
IP Rating IP 67 /1P 68
Beam Angle 120°
Dimensions
(A) 5000 x 8 x 1.2 mm
((S) &‘(lvv//';‘] (B) 5000 x 10 x 1.6 mm

Minimum bending diameter

d 60 mm
f f
a.
%1 £
+
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COB.flex

wiring examples
8W/m

X ROM

T LUXTRON COBflex  *ZoVelor2iV LUXTRON COB flex AR LUXTRON COB.flex —
—
GND GND | GND GND [ GND
83.33 mm \ £z
r min cutting length ! £ °
\ 5000 mm \ 2 gWm
! total reel length 1
f 8 mm
14 W /m "
20 LUXTRON COBflex  *24Vglpo2v LUXTRON COB flex TR LUXTRON COB flex —
—
GND GND [ GND GND [ GND
6250 mm | £l
min cutting length | Eﬁ»
5000 mm oo
! total reel length ! N 14 W/m
f 10 mm
width

Use COB.Flex with your favorite Helvar & Luxtron solutions

D _ LUXTRON pscono
=] .. immer
HE‘E PWM24 1CV-AN LUXTRON PM24:7cv-pe
E!g - Pri Sec:
- 12:24vDC Uout = 12-24VDC
3 PO Tout = 4.2A max o—N 8
x Ta=-20°C-+50°C  Pout= 0-50..100W O o g
] —LE
E 2 @ o ]
o g3 b 2 | asssrgozoromne
2 n= <Z | OUTPUT:180W~360WX1CH
Constant Voltage LED Driver
INPUT UGl LL1x180-CV24 I o ouTpUT
220-240 VAC 0.9 A 50760 Hz Iy 095 te -0
ON Compatible with U007 25V0C D
DALI Driver Extension 1-0UT 715A ‘\\\
oL P 1OW__ +0
Keiganas . 2.4 ‘o
i 2 (MO BB
INPUT - Constant Voltage LED Driver
Helvar U-0UT__24VDC
- 1-0UT, 5A
LL1x120-CV24 LT OUTPUT

ON
oL

Keilaranta 5

F\—OZTgD Espoo

inlan
helvar.com

220-240 VAC 0.54-0.7 A 50/60 Hz

Compatible with

DALI Driver Extension

5
-20...+45 °C|
+90°C

CEME OB

+0
xgz
t, - —°
&

DALI Driver Extension .
O* 15-26v0¢ Helvar LL1-CV-DA ,g’ro [Ne® |
o-'% 12-24VDC Ot 0s.15 - £ -0 [N |
Keilaranta 5 N
EI-02190 Espoo [N _T77VDC [ Z4vpc] dmm ~ outputs
inlan v
ooa C € feliatcom  [LOUT T1zvoCTaetoC 2+ | [F
oDA [H[ -0UTus 5A -0 rk‘t,
L 20 50 °C[La70°C =

]
m Constant Voltage LED Driver
x75-E-CV24

NeuT pag e outeur

O L (BROWN) DALI Driver Extension >k tBLack®

O N(BLUE) — to
c € [H[ P67 \Uojuur' é;gA (WHITE] —

2 @ OsewB W ]
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COB.flex

specifications sheet — 5 W/m

Technical Data

LU RO

CRI
RoHS
CE COMPLIANT| >80

IP 3M | Bm

zrg }esdl. adhesive

67/68 | | tape roll

DALI Helvar
dimmable Use with Helvar DALI
controls & control gear
Accessories
CF-5-feed CF-5-midw CF-5-mid CF-5-cap

Endfeed for COBFlex-5

Mid connector with
wire for COBFlex-5

Mid connector for
COBFlex-5

End cap for COBFlex-5

Power Options 5W/m

12 V DC Input
InPUt VOltage Electronic control

gear from
LEDs / meter 528 LEDs / m

Luminous Flux

(A) 595 ~ 675 Im / m
675 Im / m @ 6000 K

e | AB A

Color Temperature

2700 / 3000 / 4000 / 6000 K

others available on request

Color Rendering Index

>80

Dimming Protocols

DALI / Wireless
1-10V / Phase-Dim

: IP20 /1P 54
I sitng IP 67 /1P 68
Beam Angle 120°
Dimensions 5000 x 4.5 x 1.2 mm

Minimum bending diameter
® 60 mm

&
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COB.flex

wiring examples

5W/m

+24V

LUXTRON COB.flex

GND

S S LUXTRON COB.flex

+24V gl +24V

GND | GND

5000 mm

pa

4

total reel length

Use COB.Flex with your favorite Helvar & Luxtron solutions

ENE|

OaAvZ-ZL

B

AOL-L Indup

LUXTRON Bwm24 1cv-AN

nduy

Pri Sec:

Un = 12-24VDC Uout = 12-24VDC
In=4.4A lout = 4.2A max
Pout= 0-50...100W

1¥d

Ta=-20°C - +50°C

e @

SEC
[ [+

O
O

£
£ 5

o+
O_12-24 vDC

Keilaranta 5 Parallel
FI-02150 Espoo [N [ 17VDC[24vDC ] Smm ~ outputs
ooa C € hebvarcom U-OUT | 12VDC | 2VDC o
ODA P-OUT | 60W | 120W
[H[ 0UT,. 5A
a 20 +50°CTtc+70°C @ @

Helvar

DALI Driver
LL1- CV

12-24VDC

SY ST M S
LUXTRON COB.flex —
22.72 mm \
min cutting length ! El=
| ES
\ o
- 5W/m
t 450 mm |
width
Power
é LUXTRON FwWm2476v-pc o —e
o—N©Q DRIVEROUT
O o B LED+ —@
° E ANAL(_)G:AC40~AC220VD|mmer v+ _.
Z | QP bow-seowxicH POWERIN
V. —e
Extension

= g
0,5...1,50

i &

| INPUT Helvar Constant Voltage LED Driver 4@
© oN LL1x75-CV12
s s
€l oL DDATIpSriver Extension OUTPUT
U-0UT__12VDC +0 |@
c € [H[ 1-0UTu_6.25A -
(el e | o |
= Frnd = AVAVAVA=== == Bl
p h‘eqvaeqr;com @ @SELV' otc
{ |
INPUT Constant Voltage LED Driver d
ORI revvar
S on bkl LL1x30-CV12 o outPuT
220-240 VAC 50/60 Hz te + 0 ~
oL Compatible with @)
& DALI Driver Extension %
» U-OUT _ 12VDC
N L ®)
e CE L=y :
Spoo N
= 2 — A ©
h:ertvg? com @ @ SELV' te +80°C .
I: {
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